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BAT46W COMPLIANT
Small Signal Schottky Diode
e Terminals: Tin plated leads, solderable per
J-STD-002 and JESD22-B102
e Polarity: Cathode line denotes the cathode end
O | | O e Marking: S9
rd
mMaximum Ratings (Ta=25 Unless otherwise specified
PARAMETER SYMBOL UNIT Conditions VALUE
Repetitive peak reverse voltage VRrrM \% 100
Non-Repetitive Peak Forward Surge Current Iesm mA t,=8.3ms 750
R e I mA o) 4
A Y I mA 150
P o] Po mw 200
T h Rg W 500
J u T, 125
S t Ts -5
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m Characteristics (Typical)

Fig1l Po-TaCurve Fig 2 Capacitance Capability
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Fig 3 Typical
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the

right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such i
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