MBRO560

Schottky Rectifier

Features
e VR 60V
e lrav 0.5A

Mechanical Data
e Package: SOD123
e Terminals: Tin plated leads, solderable per
J-STD-002 and JESD22-B102
e Polarity: Cathode line denotes the cathode end
e Marking: R6

mMaximum Ratings (Ta=25 Unless otherwise specified

PARAMETER SYMBOL UNIT VALUE
Maximum Recurrent Peak Reverse Voltage VRrM \% 60
DC Blocking Voltage Vg Y 60
Peak forward surge current (8.3ms, half sine) lrsm A 5.5
Repetitive Peak Forward Current@tp=1ms 6=0.25 lerMm A 25
Average forward current Irav A 0.5
Power dissipation Po mw 410
Thermal Resistance Junction to Ambient Air RBJA W 244
Maximum junction temperature T -55 to +125
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m Outline Dimensions

m Soldering Footprint
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfun
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